
Introducción

En el modo de inversión de DC / AC, los usuarios pueden configurar esta serie de inversores a modo de
trabajo normal o modo de suspensión. En el modo de utilidad, tiene la función de Auto Regulación de
voltaje (AVR), la función de utilidad de carga (primer modelo AC) y la función de UPS. Este
multifuncional inversor de onda sinusoidal pura de baja frecuencia tiene las ventajas de calidad estable,
fuerte capacidad de carga y larga vida útil. También puede funcionar en mal ambiente. Es la segunda
generación de nuestra baja frecuencia inversor de onda sinusoidal pura IP-XD-serie.

Características

1, salida de onda sinusoidal pura, plena potencia

2, el control de la CPU, el control inteligente, diseño modular

3, pantalla LCD de diversos parámetros

4, diseño multifunción (AVR, UPS), no se necesita el cargador adicional y aparatos eléctricos pueden ser
protegidos.

5, conexión de la batería externa, es conveniente para los usuarios a ampliar el uso del tiempo y
AUTONOMÍAS poder

6, con capacidad de transporte de carga y súper alta capacidad de carga, esta serie de inversores no sólo
puede conducir carga de resistencia; sino también diversos tipos de cargas inductivas, como motor, aire
acondicionado, taladros eléctricos, lámpara fluorescente, lámpara de gas.

7, diseño de bajo circuito de frecuencia, calidad estable, baja tasa de fracaso y una larga vida útil (en
funcionamiento adecuado, puede durar al menos 5 años)

8, Protección perfecta: protección de bajo voltaje, protección de alto voltaje, sobre protección de la
temperatura, protección contra cortocircuitos, protección contra sobrecarga, alerta de alarma

9, CE / EMC / LVD / RoHS Aprobaciones

10, dos años de garantía, soporte técnico de por vida

Función 

1, DC, para la función de inversión de AC en el modo de inversión (sólo conectado con las baterías y
cargas), los usuarios pueden configurar a normamodo de trabajo l o el modo de sueño

http://www.solarcontroller-inverter.com/esIntroduction In DC/AC inversion mode, users can set this series of inverters to normal working mode or sleep mode. In utility mode, it has Auto Voltage Regulation (AVR) function, utility charging function (AC first model) and UPS function. This multifunctional low frequency pure sine wave inverter has the advantages of stable quality, strong load-carrying ability and long service life. It also can work in poor environment. It is the second generation of our low frequency pure sine wave inverter I-P-XD-series. Features 1、pure sine wave output, full power 2、CPU control,intelligent control,modular design 3、LCD display various parameters 4、Multifunction design (AVR, UPS), extra charger is not needed and electric appliances can be protected. 5、External battery connection, it’s convenient for users to expand use time and back-up power time 6、With super load carrying ability and high load capacity, this series of inverters can not only drive resistance load; but also various kinds of inductive loads, such as motor, air conditioner, electric drills, fluorescent lamp, gas lamp. 7、Low frequency circuit design, stable quality, low failure rate and long service life (under proper operation, it can last at least 5 years) 8、Perfect protection: low voltage protection, high voltage protection, over temperature protection, short-circuit protection, overload protection, alarm alert 9、CE / EMC / LVD/ RoHS Approvals 10、Two years warranty, life-long technical support Function 1、DC to AC inversion function in inversion mode (only connected with batteries and loads) ,users can set it to normal working mode or sleep mode 1.1、Normal working mode：FREQUNCY in the LCD display is set to 01. No matter it’s connected AC loads or not, the inverter always convert DC to AC. It’s ready to supply power to the AC loads. In this mode, the LCD will display output voltage as bellow: 1.2、Sleep mode：FREQUNCY in the LCD display is set as 02.If the power of the connected AC loads is lower than 5% of the inverter’s rated power, there will be no output from the inverter. Only the chip of inverter is working. The power consumption of the inverter is only 1-6W. The LCD shows the output voltage 0. If the power of the connected loads is over 5%,then the inverter will automatically convert DC to AC to supply power for the loads within 5s. The LCD shows the output voltage. As shown below: Load’s power＜5% of inverter’s rated power Load’s power＞5% of inverter’s rated power 2、UPS function When the inverter is connected to battery and utility, users can set it to utility first (AC first) battery standby mode or battery first (DC first)utility standy mode. 2.1、Utility first (AC first) battery standby mode : FREQUENCY in the LCD display is set to 01. When utility and battery are connected to the inverter, utility will supply power to the loads prior. When utility is cut off, the battery will automatically continue to supply power via power inverter. Steps are as follows: Step 1: When utility is available, it will drive the loads directly after voltage being stabilized and at the same time charge batteries via power inverter . Step 2: When utility is cut off, the inverter will convert DC to AC automatically to ensure uninterrupted power supply within 5ms. Step 3: When utility is available again, inverter will automatically transfer to utility supplying power to loads and charge batteries via power inverter at the same time. See Workflow as below. LCD displayed as bellow: Utility supply power and charge battery Utility is unavailable, battery supply power 2.2、Battery first (DC first)utility standby UPS mode: FREQUENCY in the LCD display is set as 03. When utility and battery are connected to the inverter, battery will supply power to the loads prior to utility. When battery capacity is not enough, utility will continue to supply power automatically. Steps are as follows: Step 1: When battery is available, it will drive the AC loads via power inverter. Step 2: When battery does not have enough power, it will automatically transfer to utility supplying power to the loads Step 3: After the battery is fully charged (e.g. by solar or wind charge controller), it will automatically transfer to battery supplying power to the loads via power inverter. See Workflow as below LCD displayed as bellow: Battery is available Battery is not available,utility supply power Parameter Model Parameter 10000VA Rated Output Capacity 7000W Peak Power 14000W Battery Voltage(DC) 96V/192V（optional） Size W×D×H(mm) 420*260*605 Packing Size W×D×H(mm) 440*280*625 Net Weight (kg) 55 Gross Weight (kg) 65 General Parameter Working Mode 1 Utility first (AC first) battery standby mode （Setting） 2 Sleep Mode,no utility,load’s power higher than 5% of inverter rated output power,it will start to work automatically 3 Battery first (DC first)utility standby UPS mode AC Input Voltage 220V±35% or 110V+35%（optional） Frequency 50Hz±3% or 60Hz±3% （optional） AC Output Voltage 220V±3% or 230V±3 or 240V±3% or 100V±3% or 110V±3% (optional) Frequency 50Hz±0.5 or 60Hz±0.5 (optional) Battery charge AC Charge Current 0~15A Charge Time Depend on battery capacity and quantity Battery Protection Automatic detection, Charge and discharge protection，Intelligent Management Display Display Mode LCD Display Information Input voltage，output voltage，output frequency，battery capacity，Load condition，Status Information Output Wave Type Pure sine wave output,Total Harmonic Distortion THD≤3 Overload Ability ＞120% 1 min，＞130% 10s Power Consumption Sleep Mode 1~6W Normal Mode 1~3A Conversion Efficiency 80%~90% Transfer Time ＜5ms （AC to DC / DC to AC） Protection Overload ,Short-circuit,High input voltage,Low input voltage,Overheat Environment Temperature -10℃～50℃ Humidity 10%～90% Altitude ≤4000m The above is our standard parameter. Subject to change without prior notice. We have our own professional inverter and controller R&D team and we provide technical support and OEM ODM service. Others Please see the outline of the design,technical documents,user manuals,product brochures, etc.Research and development department made 2th edition on May 5, 2014. Company.html
http://www.solarcontroller-inverter.com/esIntroduction In DC/AC inversion mode, users can set this series of inverters to normal working mode or sleep mode. In utility mode, it has Auto Voltage Regulation (AVR) function, utility charging function (AC first model) and UPS function. This multifunctional low frequency pure sine wave inverter has the advantages of stable quality, strong load-carrying ability and long service life. It also can work in poor environment. It is the second generation of our low frequency pure sine wave inverter I-P-XD-series. Application 1、Back-up UPS system for industrial, commercial, household，etc 2、Removable power and standby power for areas that are lack of utility. 3、Off-grid solar or wind power system 3.1、Off-grid solar or wind power system 3.2、AC first Off-grid solar or wind power system 3.3、DC first Off-grid solar or wind power system Features 1、pure sine wave output, full power 2、CPU control,intelligent control,modular design 3、LCD display various parameters 4、Multifunction design (AVR, UPS), extra charger is not needed and electric appliances can be protected. 5、External battery connection, it’s convenient for users to expand use time and back-up power time 6、With super load carrying ability and high load capacity, this series of inverters can not only drive resistance load; but also various kinds of inductive loads, such as motor, air conditioner, electric drills, fluorescent lamp, gas lamp. 7、Low frequency circuit design, stable quality, low failure rate and long service life (under proper operation, it can last at least 5 years) 8、Perfect protection: low voltage protection, high voltage protection, over temperature protection, short-circuit protection, overload protection, alarm alert 9、CE / EMC / LVD/ RoHS Approvals 10、Two years warranty, life-long technical support.html


1.1, modo de trabajo normal: la frecuencia en la pantalla LCD se establece en 01. No importa que esté
conectado cargas de CA o no, el inversor siempre convertir DC a AC. Está listo para suministrar energía a
las cargas de CA. En este modo, la pantalla LCD mostrará el voltaje de salida como bramido:

El modo 1.2, Sleep: la frecuencia en la pantalla LCD se establece como 02.If el poder de las cargas de CA
conectadas es inferior al 5% de la potencia nominal del inversor, no habrá salida del inversor. Sólo el chip
del inversor está funcionando. El consumo de energía de la inversor es sólo 1-6W. La pantalla LCD muestra
el voltaje de salida 0. Si el poder de los consumidores conectados es superior al 5%, entonces el inversor
se convertirá automáticamente CC a CA para suministrar energía a las cargas dentro de
5s. La LCD muestra la Output voltaje. Como se muestra a continuación:

                                  El poder de carga <5% de la
potencia nominal del inversor                 El poder de carga> 5% de la potencia nominal del inversor 

2,Función UPS Cuando el inversor está conectado a la batería y la utilidad, los usuarios pueden configurar
a utilidad primero (AC primero) o el modo de batería en espera de la batería primero (primera CC) Modo



standy utilidad. 

2.1, Utilidad primero (AC primero) de batería en espera modo: frecuencia en la pantalla LCD se establece
en 01. Cuando la utilidad y la batería están conectados al inversor, utilidad suministrará energía a las
cargas antes. Cuando la utilidad se corta, la batería continuará automáticamente para suministrar energía
a través de inversor.

   Los pasos son como sigue:

   Paso 1: Cuando utilidad está disponible, será impulsar las cargas directamente después de la tensión se
estabiliza y al mismo tiempo cargar las baterías a través de inversor.

   Paso 2: Cuando la utilidad se corta, el inversor de CC a CA convertir automáticamente para asegurar la
fuente de alimentación ininterrumpida dentro de 5ms.

   Paso 3: Cuando utilidad está disponible de nuevo, el inversor transferirá automáticamente a la utilidad
de suministrar energía a las cargas y cargar las baterías a través de convertidor de corriente al mismo
tiempo.

 Ver Flujo de trabajo de la siguiente manera. 

LCD aparece como bramido:



                  
Fuente de alimentación de utilidad y carga de la batería                   Utilidad no está disponible, la fuente de alimentación de
la batería 

2.2, batería primero (DC primero) utilidad de espera UPS modo: frecuencia en la pantalla LCD se establece
como 03. Cuando la utilidad y la batería están conectados al inversor, batería suministrará energía a las
cargas antes de utilidad. Cuando la capacidad de la batería no es suficiente, la utilidad continuará
suministrando energía automáticamente.

Los pasos son como sigue:

Paso 1: Cuando la batería está disponible, será impulsar las cargas de CA a través de inversor.

Paso 2: Cuando la batería no tiene suficiente potencia, transferirá automáticamente a la utilidad de
suministrar energía a las cargas

Paso 3: Después de que la batería está completamente cargada (por ejemplo, regulador solar o la carga de
viento), Transferirá automáticamente a la energía de la batería de suministro a las cargas a través de
inversor.

 Ver Flujo de trabajo de la siguiente manera 

LCD aparece como bramido:

http://www.solarcontroller-inverter.com/products/SMART1-12V-24V-48V-Auto-work-China-factory-solar-charge-controller-60a.html
http://www.solarcontroller-inverter.com/products/SMART1-12V-24V-48V-Auto-work-China-factory-solar-charge-controller-60a.html
http://www.solarcontroller-inverter.com/products/SMART1-12V-24V-48V-Auto-work-China-factory-solar-charge-controller-60a.html


                     
     La batería está disponible                            La batería no está disponible, la fuente de alimentación de
utilidad 

Parámetro

Modelo 
                            Parámetro 15kVA

Capacidad de salida nominal 10KW
Potencia de pico 20KW
Voltaje de la batería (DC) 96V / 192V (opcional)
Tamaño W x D x H (mm) 420 * 260 * 605
Tamaño del embalaje W x D x H (mm) 440 * 280 * 625
Peso neto (kg) 85
Peso bruto (kg) 95
General Parámetro
Modo de trabajo 1 Utilidad primero (primera AC) el modo de espera de la batería

(Ajuste) 2
Modo de reposo, sin utilidad, el poder de carga superior al 5% del
nominal del convertidor de potencia de salida, comenzará a trabajar
automáticamente

 3 Primero (primero DC) utilidad modo de UPS de espera

Entrada de CA Voltaje 220V ± 35% o 110 V + 35% (opcional)
Frecuencia 50 Hz ± 3% o 60 Hz ± 3% (opcional)

Salida de CA Voltaje 220V ± 3% o 230V ± 3 o 240V ± 3% o 100V ± 3% o 110V ± 3%
(opcional)

Frecuencia 50Hz ± 0,5 o 60 Hz ± 0.5 (opcional)

Carga de la batería

AC Corriente de
carga 0 ~ 15A

Tiempo de carga Dependerá de la capacidad y cantidad de batería
Protección de la
batería

Detección automática, protección de carga y descarga, Intelligent
Management

Visualización

Modo de
visualización LCD

Información de la
pantalla

La tensión de entrada, tensión de salida, frecuencia de salida,
capacidad de la batería, el estado de carga, información de estado

Tipo de salida de onda Salida de onda sinusoidal pura, distorsión armónica total THD≤3
Sobrecarga Capacidad > 120% 1 min,> 130% 10s
Consumo de
energía

Modo de reposo 1 ~ 6W
Modo Normal 1 ~ 3A

Eficiencia de Conversión 80% ~ 90%
Tiempo de transferencia <5 ms (CA a CC / CC a CA)

Protección Sobrecarga, cortocircuito, alto voltaje de entrada, voltaje de entrada
bajo, sobrecalentamiento

Medio ambiente
Temperatura -10 ℃ ~ 50 ℃
Humedad  10% ~ 90%
Altitud ≤4000m

Lo anterior es nuestro parámetro estándar. Sujeto a cambios sin previo aviso. 



Tenemos nuestra propia inversor profesional y controlador R & amp; D team y nosotros 
proporcionar apoyo técnico y servicio OEM ODM. 
Otros 
Por favor vea el contorno del diseño, documentación técnica, manuales de usuario, folletos de productos,
etc.Research y departamento de desarrollo hicieron edición día 2 el 5 de mayo de 2014.
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